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Lifejackets & Accessories

Front

SPECIFICATIONS LALIZAS DELTA ISO

CODE 71109 71201

BUOYANCY CHAMBER 150Nt

PRODUCT CERTIFICATES ISO 12402-3/2006

TURNING TIME minimum < 5 sec         

BELT MATERIAL Standard

INFLATION Manual Automatic

LIFTING LOOP Yellow

“EASY ACCESS”  WHISTLE & 
LIFEJACKET LIGHT POSITION

YES

EASY-WEAR & PRECISE FIT DESIGN WAIST + CHEST ADJUSTABLE STRAPS

USER INSTRUCTIONS IMPRINT YES

RAW MATERIALS TESTED ACCORDING TO ISO:12402-7, ISO:12402-8

Inflatable Lifejackets Belt-Pack, Delta 150N, CE ISO 12402-3

Code............71211

Inflatable Lifejacket 
Protective Work Cover

Flameproof1 2 3

4 5 6

7 8 9

10 11

12 13

71096 - 71097 71107

- Provides shielding against heat, sparks, flame, soft chemicals
- Easy fit / Simple to use design
- Lightweight fabric
- Does not affect the operation, behaviour & water performance of the 
protected lifejacket

Suitable for

1. Turn the protective work cover, so that 
you face its back side
2. Open the cover around its Velcro tape 
and unfold it 
3. While unfolded, make sure the square 
belt edges lie towards the center

4. Turn the inflatable lifejacket, so 
that you face its back side
5. Place the lifejacket on the open 
protective cover
6. Pass the unfolded cover side 
through the lifejacket’s center

7. Open the square 
left belt edge of the 
cover

8. Place it under the 
center of the belt

9. Then pass it around the lifejacket’s left belt 
holder (under the belt)

10. Close the cover’s 
belt edge & secure the 
lifejacket’s belt holder

11. Repeat the procedure 
with the right square belt 
edge of the cover

12. Close the cover 
around the lifejacket, us-
ing the cover’s peripheral 
velcro tape

13. Once the 
protective work 
cover is properly 
adjusted, the life-
jacket is ready 
for use
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