MODEL-900 SERIES SPECIFICATIONS

MASTER LINK MODEL-900 SERIES DIMENSIONS

X904 %-904-10
20 FT. 20 FT. 20 FT. b.20FT.
67INS. | 79.5INS. | 79.5INS.
62INS. | 74.5INS. | 74.5INS. | 83 INS.
TFL TFL. TFL. TFL
8FT. 8 FT. 8 FT. 8FT.

39 FT, 39 FT. 39 FT. 39FT.
T4INS. | 89INS. 89 INS. 100 INS.
85INS. T00INS. | TO0INS. | 111INS.
d1F. | d1TFL | d.1TFL | d1TFT.

———=& BOLT TYPE ANCHOR SAFETY SHACKLE

LOAD LINE

TETommoom@>

SYNTHETIC SAFETY LINE INCORPORATED IN STABILIZER UNIT

: NET WT 530 LBS.
THE 900 SERIES PERSONNEL TRANSFERS
ARE POWDER COATED

— = MASTER LINK

® BOLT TYPE ANCHOR SAFETY SHACKLE

o NYLON SAFETY STRAP

‘@ GALVANIZED CABLE (X-4)

: I-‘—. BOLT TYPE ANCHOR SAFETY SHACKLE (X-4)
- ETHAFOAM COVERED WITH YELLOW VINYL MATERIAL
STAINLESS STEEL EYE BOLT
POWDER COATED ALUMINUM FRAME

EXPANDED ALUMINUM METAL TOP

STAINLESS STEEL CABLE INCORPORATED POLYESTER VERTICAL GRAB LINES

MAN POSITIONING LANYARD W/QUICK RELEASE S.S. SNAP HOOK

NYLON NETTING

RUBBER FLOOR MATT

ETHAFOAM BUMPER COVERED WITH ORANGE VINYL MATERIAL
+——=e SHOCK ABSORBING RUBBER FEET

BiLy Puch Co., Inc.

SPECIFICATIONS




